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COLORS: LEGEND —BL ACK
BACKGROUND —WHITE (RETROREFLECTIVE)

COLORS: LEGEND —WHITE (RETROREFLECTIVE)
BACKGROUND —BLUE (RETROREFLECTIVE)

  

DIRECTIONAL ARROW AUXILIARY

*See page 6-2 for arrow design.

*

*

*

*

*
*

  *FOR ARROWHEAD DIMENSIONS REFER TO STANDARD ARROW
     DETAILS IN APPENDIX-ARROWS SECTION FROM FHWA'S
     STANDARD HIGHWAY SIGNS BOOK-APPENDIX SECTION. 

             REFERENCES 
              MdMUTCD SECT ION -  2D.26,

              2D.27,  2D.29,  2D.30 

            REFERENCES 
              MdMUTCD SECT ION -  2D.26,

              2D.27,  2D.29,  2D.30 

            REFERENCES 
              MdMUTCD SECT ION -  2D.26,

              2D.27,  2D.29,  2D.30 

             REFERENCES 
              MdMUTCD SECT ION -  2D.26,

              2D.27,  2D.29,  2D.30 

             REFERENCES 
              MdMUTCD SECT ION -  2D.26,

              2D.27,  2D.29,  2D.30 

SIGN SHALL NOT BE USED ALONG STATE OWNED,
OPERATED AND MAINTAINED ROADWAYS.




